




































































































































































































































































































































































































































































































































Figure 24-6 Jl['ive Olble 

.... 
�:�~� �;�~� 

°oro::::::::::: : 
FIXED 
DISK DRIVE C FIXED 

�~�~�~�~� DISKETTE 
�~� DRIVE B 

DISK DRIVE 0 

't:EB±1 DISKETTE 
t.;; DRIVE A 

Figure 24-7 Dr:ive Cables in the I<AYPRO 286i 

POWER SUPPLY 

SIDE VIEW 
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24.2 HARD DISK mIVE 

24.21 Description 

'lhe KAYPRO 286i models C and D are equipped with a 20M byte hard disk drive 
manufactured. by Seagate. 

24.22 HARD mSK lEI.VE <XIiIFIWRATIW 

H:>ld the hard disk drive with the face plate of the drive facing you, and the 
circuit board face up. Between the two edge connectors is a plug with four 
pins. All jumpers should be removed. except for the left. middle pin. 

24.23 HARD DISK mIVE RJHJVAL 

1. Turn off the ccmputer and disconnect the AC power. 

2. Renove the chassis cover (22.1). 

3. Remove the data cables, power connector, and grounding connector 
fran the hard disk drive. 

4. Remove the mounting screws and clips from both sides of the hard 
disk drive (refer to Figure 24-5). 

5. Slide hard disk drive forward out of the ~er. 

6. Remove the black plastic slide rails that are on the sides of the 
hard disk drive. l-bte the position of each rail-left. and right 
sides are different. 
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24.24 BARD DISK au:vE DIS'lMlATIW 

1. Install black plastic rails on the new hard disk drive. Remember 
that the left and right rails are different. 

2. Slide the hard disk drive fotward into the canputer. 

3. Replace the mounting screws and clips (refer to Figure 24-5) on 
both sides of the hard disk drive. 

4. Replace the data cables (refer to Figures 24-6 and 24-7), power 
connector, and grmmding oonnector on the hard disk drive. 

5. Replace the chassis CCNer. 

6. !my time you are installing a hard disk drive, (a brand new drive, 
or a different type of drive), you must format the disk using the 
"Fbrmat" program included with the KAYPRO 286i Service Test 
Utili ties Diskette which will be available from Kaypro. After the 
disk is formatted, you should run the "Fdisk", "Fbrmat", and "Setup" 
programs from an MS-OOS diskette. 
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25.1 Description 

The KAYFRO 286i model D comes equipped with a 1/4-inch streaming tape 
cartridge drive. This drive uses standard 450-foot-long tape cartridges and 
can store 20 Mbytes or 45 Mbytes of data using the 4-track or 9-track format, 
respectively. The use of 600-foot-long tape cartridges allows a storage 
capacity of 26.7 Mbytes or 60 Mbytes using the 4-track or 9-track format, 
respectively. 

25.2 S'I'REMING TAPE mIVE R1MJ\7AL 

1. Turn off the canputer and disconnect the AC IXJWer. 

2. Renove the chassis cover (22. 1) . 

3. Remove the data cables, power connector, and grounding connector 
fran the streaming tape drive. 

4. Remove the mounting screws and clips from both sides of the 
streaming tape drive (see Figure 24-4). 

5. Slide streaming tape drive forward out of the canputer. 

6. Remove the black plastic slide rails that are on the sides of the 
streaming tape drive. ~te the position of each rail-left and 
right sides are different. 
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L Install black plastic rails on the new streaming tape drive. 
Remember that the left and right rails are different. 

2. If you are installing a new tape drive rather than replacing an old 
one, you must first remove the cover plate (see Figure 24-5). 

3. Slide the streaming tape drive forward into the canputer. 

4. Replace the mounting screws and clips on both sides of the 
streaming tape drive. 

5. Replace the data cables, power connector, and grounding connector 
on the streaming tape drive. 

6. Replace the chassis cover. 
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26.8 POHl SUl'PJ:N 

26.1 Description 

'!he power supply used in the KAYPRO 286i is a 192 watt switching type 
manufactured by either California D.c. or Tri Mag. The power supply unit 
includes the on/off switch, the fan, most of the wiring harness, and the 
voltage selector switch. If a problem is encountered with any of these items, 
the entire power supply must be exchanged. cpening the power supply unit will 
void the warranty. 

'lb configure the power supply for 230V use, simply locate the voltage selector 
switch (refer to Figure 26-1) on the back of the computer am select the 230V 
setting. 

CAUrION: SErl'ING THE VOLTAGE SELECTOR SWITCH TO THE WRONG l:OSITION CAN CAUSE 
IDcr'ENSIVE DAMAGE TO THE KAYPRO 286i. 

Figure 26-1 IUr.Jer SUR>ly ~lt.age Selector Sdtcb 
IUr.Jer SUWly MJunt.:iDl Screws 

Voltage Selector 
Switch 
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26.3 lUiER. SUPPLY RJH>VAL 

WARNING! 'lhe KAYPRO 286i contains static sensitive devices. Make sure 
that you are grounded before you remove the cover. '!he 
preferred method is to have a grounding strap attached to the 
wrist with the drain lead connected to a common earth ground 
and to have the computer positioned on a conductive grounded 
mat. With the above precautions observed, am the power 
disconnected, one may remove and install components or 
adapters. 

1. Turn off the ccmputer and disconnect the PC power. 

2. Remove the chassis cover (22.1). 

3. Remove the IX>wer connectors and grounding connector from the 
diskette drive(s) am the hard disk drive (refer to Figures 24-2 and 
24-3) • 

4. Remove the l2-pin connector fran J17 on the mainboard. 

5. Remove the four hex screws from the back of the computer (Refer to 
Figure 26-1). 

6. Push the power supply toward the front of the computer and lift it 
out. 

26.4 PCIi'ER SUPPLY INSTAUATICJ.il 

1. Install the IX>wer supply in the computer until the holes in the 
power supply align with the screw holes in the back of the computer 
chassis. 

2. Replace the four hex screws through the back of the computer 
chassis, into the ];Ower supply, am tighten them (refer to Figure 
26-1) • 

3. Replace the l2-pin connector into J17 on the mainboard. NOtice that 
the three red wires (+5VOC) go closest to the ];Ower supply. 

4. Replace the IX>wer connectors and grounding connectors to the 
diskette drive and the hard disk drive (refer to Figures 24-2 and 
24-3) • 

5. Replace the chassis cover. 
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27.S KEYBOARD 

27.1 Description 

'!he keyboard carries signals between itself and the KAYPRO 286i through the 
use of a bidirectional serial interface. 

'!he keyboard has a buffer that saves data until the interface is ready to 
receive it. '!his buffer stores 16 characters on a first-in-first-out basis. 

All keys pressed on the keyboard will be detected, and scan codes sent to the 
interface in correct sequence, regardless of the number of keys depressed. 
Any keystrokes entered While the keylock is on will oot be detected. 

27.2 KEYBOARD ~ 

'1lle keyboard has a five pin DIN connector with the following keyOOard 
interface signals: 

DIN SICNAL NAME 

1 Keyboard Clock 
2 Keyboard Serial rata 
3 Reset 
4 Ground 
5 +5V1X! 
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28." B1d"l'ERY 

28.1 Description 

'!he battery powers the computer1s clock. and the system configuration memory. 
The life expectancy of this battery is three to five years. If the system 
clock. starts running noticeably slow, or if the computer displays the message 

. II Invalid configuration informationll, or IITime-of-day clock. stopped", it is 
probably time to replace the battery. hly time the battery is remove1. or 
disconnecte1. from the mainboard, the system configuration information is lost, 
and the llSetupll program must be nm. 

28.2 B1d"l'ERY RIHNAL 

WARNINGl '!he KAYPRO 286i contains static sensitive devices. Make sure that 
you are grounde1. before you remove the cover. 

1. 'I\lrn off the canputer and disconnect the 'PC IXJNer. 

2. Retrove the chassis cover ( 22.1) • 

3. locate the battery to the right of the expansion slots attache1. to 
the back. of the chassis by a Velcro (tm) strip (refer to Figure 
28-1) • 

4. Retrove the battery connector from the mainboard. 

5. Gently pull the battery fran the chassis. 

Figure 28-1 location of the Battery 

BATIERY CONNECTOR BATIERY 

~~~~~~~~ --~-

! 1 I I 
DDDDDDDDD [ I [ \ 
000000000 
000000000 ! I \ I 

------~-~~-
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28.3 BA'lTERY IRm\UATIClSJ 

1. Press the side of the battery that has the Velcro (tm) strip to the 
Velcro (trn) strip on the chassis. 

2. Attach the battery connector to the nainboard at]'?Osition Jl. 

3. Replace the chassis cover. 

4. Pmy time the battery is removed or disconnected from the mainboard, 
the system configuration information is lost, and the "Setup" 
program must be run. 
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29.8 SYS'ftM I/O 

29.1 PABAIU:L RRr PIN ASSI<HB!ll'S 

'Ihe pin assigrunents for the primary parallel port (LPl' 1) on the KAYPRO 286i 
are as follows: 

PARALLEL fORT (PRN 1) SIGlAL DlREx::TION 
PIN OF SIGNAL 

1 Strobe -> 
2 rata 0 --> 
3 rata 1 -> 
4 rata 2 -> 
5 rata 3 -> 
6 rata 4 -> 
7 rata 5 -> 
8 rata 6 --> 
9 rata 7 -> 

10 Acknowledge <--
11 Busy <---
12 Paper End <---
13 Select <--
14 Auto Feed -> 
15 Fault <-
16 Initiate -> 
17 Select In --> 

18-25 Ground 

NOl'E: ALL CABlES USED WITH THE KAYPRO 286i MUST BE SHIELDED IN ORDER TO 
COMPLY WITH FCC REGUIATIONS. 
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29.2 smIAL RHl' Pm ASSIGIIiMENTS 

The pin assignments for the serial port (CQ1 1) on the KAYPRO 286i are as 
follows: 

SERIAL PORI' SIGNAL DI~ION 

PIN OF SIGNAL 

1 carrier Detect <-
2 Receive Data <-
3 Transmit Data --> 
4 Data Terminal Ready -> 
5 Signal Gromld 
6 Data Set Ready <-
7 Request 'lb Send -> 
8 Clear 'Ib Send <-
9 Ring Indicator <-

NOl'E: ALL CABLES USED WITH THE KAYPRO 286i MUST BE SHIELDED IN ORDER TO 
COMPLY WITH FCC REGUlATIONS. 
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'!he pin assigmtents for the RGB m::>nitor adapter are as follows: 

PIN 

1 
2 
3 
4 
5 
6 
7 
8 
9 

SIGNAL 

Ground 
Grourrl 
Red input 
Green input 
Blue input 
Intensity 
lib connection 
Ibrizontal sync 
Vertical sync 

NOl'E: ALL CABLES USED WITH THE KAYPRO 286i MUST BE SHIELDED IN ORDER TO 
COMPLY WITH FCC REGUIATIONS. 
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29.4 I/O Rm.' AIDe;SBS 

PORT (HEX) 

000-0lF 

020-03F 

040-05F 

060-06F 

070-07F 

080-09F 

0A0-0BF 

OC0-<lDF 

0F0 

0Fl 

0F8-0FF 

lF0-lF8 

200-207 

278-27F 

2F8-2FF 

300-3lF 

360-36F 

378-37F 

380-38F 

3A0-3AF 

3B0-3BF 

3C0-3CF 

300-3DF 

3F0-3F7 

3F8-3FF 

DEVICE/FUNcrION 

r.MA chip, 8237A-5 

Interrupt, 8259A 

Timer, 8254-2 

Keyboard, 8042 

Real-time clock 

DMA Register, 74LS6l2 

Interrupt controller, 8259A 

IMA controller, 8237A-5 

Math co-processor 

Math co-processor 

Math co-processor 

Reserved 

Game I/O 

Parallel port (secondary) 

Reserved 

Reserved 

Reserved 

Parallel port (primary) 

SDIC, bisynchrooous (secondary) 

Bisynchrooous (primary) 

Reserved 

Reserved 

Color graIilics 

Diskette controller 

Serial port 
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29.5 MJHJ.« MAP OF TIE I<AYPR> 286i <DtPlJl'ER 

+----- ---_._---------------------------------------
I F'F'F'F'F'F'h 
I System RCM, BIOS 
I FF0000.h 
+----------------------------------------------
I FEl"F'F'F'h 
I Reserved 
I FE0000.h 
+---------------------------------------------
I FDFFFFh 
I Marory Expansion 
I 100000.h 
+-----------------------------------------------

0F'F'F'F'Fh 
RCM 

0FOO00.h 
+----------------------------------------------------
I 0El''F'F'Fh 
I Reserved 
I 0E0000h 
+----------------------------------------------------
I 0DFFFFh 
I I/O Expansion 
I 0C0000.h 
+-----------------------------------------------------
I OOFFFF'h 
I Video RAM 
I 0A0000.h 
+-----------------------------------------------
I 09FFFFh 
I Mem::>ry Expans ion 
I 080000.h 
+-------------------------------------------------
I 07FFFFh 
I User Marory 
I 000000h 
+-----------------------------------------------------
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220V configuration 
8-bit oamputers, 8--2 
KAYPRO 16, 19-27 

230V configuration, KAYPRO 286i, 26--1 
80287 math co-processor, KAYPRO 286i, 23--8 
adapter cards, KAYPRO 16 

installation, 19--20 
rerroval, 19-18 

adapter cards, KAYPRO 286i 
color card, 23-1 
controller card, 23--1 
installation, 23--6 
ranoval, 23--6 
serial/parallel port card, 23--2 
tape drive controller card, 23-1 

ASCII chart, 8-bit oamputers, 17--1 
battery, KAYFRO 286i 

connector, 23-16 
description, 28--1 
installation, 28--2 
removal, 28-1 

block diagram 
KAYPRO 10, 6-20 
KAYPRO 2 and 4, 6--7 

board assembly removal, KAYFRO 16, 19-16 
chassis cover, KAYPRO 286i, 22-1 
chassis cover, ROBIE, 14--1 
chassis hood, 8-bit canputers, 5-1 
chassis hood, KAYPRO 16, 19-3 
chip layout 

KAYPRO 10 (8l-180-n), 6-16 
KAYPRO 2 (8l-ll0-n), 6-2 
KAYPRO 2/4 (81-240-n), 6--8 
KAYPRO 2/84 and 2X (8l-294-n), 6-26 
KAYPRO 4/84 (8l-l84-n), 6-34 
KAYPRO ROBIE (8l-2%-n), 6-42 

color card, KAYPRO 286i, 23--1 
connectors, 8-bit canputers 

keyboard, 16--6, 16--8 
keyboard KAYPRO 10, 16-7 
modan, 16-9 
modan port KAYPRO 10, 16-7 
parallel printer connector KAYFRO 10, 16-7 
parallel printer port, 16--5, 16-9 
serial data channel, 16--8 
serial port, 16--6 
serial printer connector, 16-8 
serial printer connector KAYPRO 10, 16--7.1 

connectors, KAYFRO 16, 19--43 



connectors, KAYPRO 286i 
battery, 23-16 
keyboard, 23-16, 27-1 
keylock, 23-16 
IXJWer, 23-16 
speaker, 23-16 

INIEK (cmti.nued) 

controller board, 8-bit canputers, 11-1 
controller board, KAYPRO 16, 19-22 
controller card, KAYPRO 286i, 23--1 
CRT, 8-bit computers 

aligning yoke, 7--2.1 
alignment, 7-3 
brightness, 7--2 
descriptions, 7-1 
focus, 7--2 
horizontal centering, 7--1 
horizontal hold, 7-2 
h:>rizontal width, 7-1 
installation (except ROBIE), 7-5 
raroval (except ROBIE), 7-5 
vertical size curl linearity, 7-1 

CRT, KAYPRO 16 
adjustments, 19-23 
installation, 19-25 
raroval, 19-24 

DE-9P serial p:>rt, KAYPRO 16, 19-46 
DE-9S connector, KAYPRO 16, 19--44 
diskette drives, 8-bit computers 

cleaning, 9-1 
configuration, 9-5 
Drivetec, 9-1, 9-9 
identification, 9-2 
installation (except ROBIE), 9-10 
installation (ROBIE), 14-2 
raroval (except ROBIE), 9-10 
raroval (ROBIE), 14-2 

diskette drives, KAYPRO 16 
description, 19-31 
installation, 19-34 
raroval, 19-32 
raroval (KAYPRO l6/2), 20-2 

diskette drives, KAYPRO 286i 
configuration, 24-1 
description, 24-1 
installation, 24--6 
raroval, 24-5 

FCC infonnation 
8-bit camputers, 2-1 
KAYPRO 286i, 21-2 

hard disk drive controller board 
8-bit canputers, 11-1 
KAYPRO 16, 19-22 
KAYPRO 286i, 23-1 



INIEK (Ontinued) 

hard disk drive, 8-bit canputers 
configuration, 10-3 
description, 10-2 
installation, 10-5 
intrOOuction, 10-1 
rarova1, 10--4 

hard disk drive, KAYPRO 16 
description, 19--37 
installation, 19--40 
removal, 19--38 

hard disk drive, KAYFRO 286i 
configuration, 24--8 
description, 24--8 
installation, 24-9 
rarova1, 24--8 

I/O port addresses 
8-bit oamputers, 16-10 
KAYFRO 16, 19--48 
KAYPRO 286i, 29--4 

Ie list 
KAYPRO 10 (81-180-n), 6-17 
KAYPRO 16 color graphics card (81-517), 19-5 
KAYPRO 16 floppy-RAM-IjO card (81-515), 19--5 
KAYPRO 16 mairiboard (81-511), 19--4.1 
KAYPRO 16 processor card (81-513), 19-6 
KAYFRO 2 (81-110-n), 6-3 
KAYPRO 2/4 (81-240-n), 6-9 
KAYPRO 2/84 and 2X (81-294-n), 6-27 
KAYPRO 286i mairiboard (81-621), 23-9 
KAYFRO 286i serial/parallel port card (8l-623), 23-3 
KAYPRO 4/84 (81-184-n), 6-35 
KAYPRO ROBIE (81-296-n), 6--43 

interface board, KAYPRO 10, 12-1 
internal malan, 8-bit canputers, 16-14 
keyboard, 8-bit cxuputers 

cable pinouts, 13-1 
codes and functions, 16-3 
connector, 16--6 
connector KAYPRO 10, 16-7 
description, 13-1 

keyboard, KAYPRO 16, 19--41 
keyboard, KAYFRO 286i 

connector, 23-16, 27-1 
·description, 27-1 

keylock connector, KAYPRO 286i, 23-16 



INIEX (c:mtinued) 

rria.inboard, 8-bi t canputers, 6-1 
installation, 6-57 
keyboard connector, 16-8 
keyb::>ard connector pin assignments, 16-6 
keyboard connector pin assignments :KAYPID 10, 16--7 
IOOdem connector, 16-9 
IOOdem port pin assignments I<AYPRO 10, 16-7 
parallel printer connector I<AYPRO 10, 16-7 
parallel printer port, 16-9 
parallel printer part pin assignments, 16--5 
rem:>val, 6--57 
serial data Channel, 16-8 
serial port pin assignments, 16--6 
serial printer connector, 16-8 
serial printer connector I<AYPRO 10, 16-7.1 
troubleshooting tips, 6-1 
video signals, 7--4 

mainboard, I<AYPID 16 
installation, 19--17, 19--21 
rerccval, 19-16, 19-21 

mainboard, I<AYPRO 286i 
80287 math co-processor, 23-8 
connectors, 23-16 
description, 23--8 
Ie list, 23-9 
installation, 23--18 
memory expansion, 23-8 
RAM enable/disable switch, 23-8 
rerccval, 23-18 
sChematics, 23--11 

memory expansion, I<AYPRO 286i, 23-8 
menory map 

KAYPRO 10, 17--3 
KAYPRO 16, 19--49 
KAYPRO 2 and 4, 17-2 
KAYPRO 2/84 and 4/84, 17-4 
KAYPRO 286i, 29--5 
I<AYPRO ROBIE, 17-5 

m::rlem cable (Dl'E), KAYPRO 16, 19--45, 19--46 
IOOdem connector, 8-bit canputers, 16--9 
IOOdem port KAYPRO 10, 16-7 
option switch settings, KAYPRO 16, 19-50 
parallel port pin assignments, I<AYPRO 286i, 29-1 
parallel printer cable, :KAYPID 16, 19--42 
parallel printer connector, KAYPRO 10, 16-7 
parallel printer port I<AYPRO 2/84 and 4/84, 16--9 
parallel printer port, 8-bit canputers, 16-5 
parallel printer, KAYPRO 16, 19--42 



pin assigrnnents, KAYPRO 286i 
parallel port, 29-1 
RGB nnnitor, 29-3 
serial port, 29--2 

INIEX (cmt:inued) 

JPNer connector, KAYPRO 286i, 23--16 
power supply, B-bit canputers 

220V configuration, 8-2 
fuse, 8-2 
raroval, 8-5 
service warning, 8-1 

JPNer supply, KAYPRO 16 
220V configuration, 19-27 
description, 19-26 
installation, 19-29 
ranoval, 19-29 

power supply, KAYPRO 286i 
230V configuration, 26-1 
description, 26-1 
installation, 26-2 
raroval, 26--2 

RAM enable/disable switch, KAYPRO 286i, 23--8, 23--16 
real-time clock, 8-bit catputers, 16-12 
RGB roonitor adapter pin assignments, KAYPRO 286i, 29-3 
RCM revisions, 8-bit carputers, 4-1 
schematics, B-bit canputers 

KAYPRO 10, 6-21 
KAYPRO 2, 6--6.1 
KAYPRO 2/4, 6-13 
KAYPRO 2/84, 6--28 
KAYPRO 4/84, 6-36 
KAYPRO ROBIE, 6--44 
other, 6-50 

schematics, KAYPRO 16 
color graphics card, 19--13 
floppy-RAM-I/O card, 19-11 
mainboard, 19--7 
~essor card, 19-10 

schematics, KAYPRO 286i 
mainboard, 23-11 
serial/parallel port card, 23-4 

scope signals 
KAYPRO 10 (81-180-n), 6--18 
KAYPRO 2 (8l-110-n), 6--4 
KAYPRO 2/4 (8l-240-n), 6-10 

serial data channel, 8-bit catputers, 16-8 
serial port KAYPRO 2 and 4, 16--6 
serial port pin assignments, KAYPRO 16, 19-44, 19--46 
serial port pin assigrnnents, KAYPRO 286i, 29-2 
serial printer cable (lX!E), KAYPRO 16, 19--46 
serial printer cable, KAYPRO 16, 19-44 
serial printer port KAYPRO 10, 16-7.1 
serial printer port KAYPRO 2/84 and 4/84, 16--8 



INIEK (<hntinued.) 

serial/parallel port card, KAYPRO 286i, 23-2 
IC list, 23--3 
schematics, 23--4 

service warning, 1--2 
signal locations 

KAYPRO 2 (81-110-n), 6--6 
KAYPRO 2/4 (81-240-n), 6--12 

speaker connector, KAYPRO 286i, 23-16 
specifications 

KAYPRO 1, 3-9 
KAYPRO 10, 3--6 
KAYPRO 10 with clock and nodem, 3--6.1 
KAYPRO 12X, 3-7.1 
KAYPRO 16, 19--2 
KAYPRO 2, 3-1 
KAYPRO 2/84 and 2X, 3--2 
KAYPRo 286i rncxlel A, 21--3 
KAYPRO 286i model B, 21--4 
KAYPRO 286i model C, 21--5 
I~YPRO 286i nodel D, 21-6 
KAYPRO 4, 3--3 
KAYPRO 4/84, 3-4 
KAYPRO 4X, 3--5 
KAYPRO NEW 2, 3--8 
KAYPRO ROBIE, 3--7 

streaming tape drive, KAYPRO 286i 
description, 25-1 
installation, 25-2 
removal, 25--1 

switch settings, KAYPRO 16, 19--50 
symptan/ fix guide 

KAYPRO 10, 15--8 
KAYPRO 2 and 4, 15--2 
KAYPRO 2/84 and 2X, 15--19 
KAYPRO 4X, 15--20 
KAYPRO ROBIE, 15-14 

system boards 
KAYPRO 16, 19--4 
KAYPRO 286i, 23--1 

tape drive controller card, KAYPRO 286i, 23--1 
touch-up infonnation, 5--2 
troubleshooting, 8-bit canputers, 15-1 

KAYPRO 10, 15-8 
KAYPRO 2 and 4, 15--2 
KAYPRO 2/84 and 2X, 15-19 
KAYPRO 4X, 15--20 
KAYPRO ROBIE, 15--14 

type of display card jumper, KAYPRO 286i, 23-16 
vendor addresses, 17--7 
video command protocol, 8-bit canputers, 16--1 
video connector (canposite), KAYPRO 16, 19--47 
video connector (RGB), KAYPRO 16, 19--47 
voltage selector switch, KAYPRO 286i, 26-1 


